J. C. HIGGINS 



HIGH POWER RIFLES 
MODEL 51L 



LIST of PARTS and ASSEMBLIES 




J. C. Higgins Guns are sold ONLY by Sears, Roebuck and Co. 

and Simpsons-Sears Limited . . 



Printed in U. S. A. 

Parts List 994-47 
e/S9 




PARTS LIST FOR 

J. C. HIGGINS MODEL 51 L HIGH POWER RIFLES 
MODEL NOS. 

583,5100 5B3.S101 583,5102 583.5103 

WHEN OROERiNG REPAIR PARTS. ALWAYS GIVE THE FOLLOWING INFORMATION 
AS SHOWN IN THIS LIST; 

1. THE PART NUMBER. 3, THE MODEL NUMBER, 

2. THE PART NAME. A THE NAME OF ITEM. 



All parts identiflecf with □ dagger (t) mus! be fitted to the gun by gunsmiths In 
Sears gunshops. or by qualified gunsmiths. Da not order repair parts by key number, 
always use the port number. 



K&Y 

NO. 


PAftT 

NO. 


DESCRIPTION 


MODEL NO. 


1 


4196 


■liarrel As^tirfibly 


SB3.5100 


1 


4197 


■tBarret Assembly 


S33.S101 


1 


4198 


"tBarret Assembly 


583.5102 


) 


4199 


"•"BorTe! Assembly 


583.5103 


1 


4i3a 


TBftll Aisemhly 


5G3.5100 ihru 533.5103 


1 


4157 


■^Breech Ball 


583.5100 thru 583.51D3 


4 


4158 


tfireech Boll Sleeve 


5B3.5100 thru 5B3.S103 


5 


4159 


TBrsuch Ball Sleeve Lork 


583.5100 thru .583.5103 


6 


4150 


t&retiich Balt Sleeve lock SprJing 


5B3 5100 thro 583.5103 


7 


4161 


+Extraclor 


5B3.5100 thru 583.5103 


1 


4V62 


+Extroct'&r 81 ng 


583,5100 thru 583.5103 


9 


4163 


iflring Pin 


583.5100 thru 5B3-5103 


10 


4164 


+firlng Pin Nut 


503.5100 thru 5B3-S103 


n 


4165 


* Fir Ins pin Spring 


503.5100 thru 583.5103 


\2 


4146 


Reor Slgbt Assembly 


■5B3.S100 ihru S83.S103 


13 


4166 


tEjecfar dnd Balt Lack Spring 


583.5100 thru 583.5103 


14 


4167 


lEjqcto-r and Breech Bolt Lock 


583.5100 thru 583J5103 


]J 


4168 


lE[eclar end Breech Bolt lock Spring Screw 


503.5100 thru 583,5103 


NJ. 


4169 


Filler Screws f6j 


5B3.S1DD thru 583.5103 


18 


4171 


tScifety lock 


583.5100 thru 583-5103 


1? 


4173 


tSofety Lack Spring 


583.5100’ thru 583 5T03 


20 


4172 


tSdf sty. lock Screw 


583.5100 thru 503.5103 


21 


4174 


t Safety Lack Spring Scro-w 


SB3.5100 thru 533.5103 


22 


4175 


Soar 


503.5100 thru 583.5103 


23 


4176 


Sear Pin 


583-5100 thru 583,5103 


24 


4177 


Seor Spring 


583.5100 thru 583.5103 


25 


4178 


Trigger 


583.5100 thru 583.5103 


26 


4T79 


Trigger Pin 


583.51 OO thru 583-5103 


27 


4125 


Slock Assam bly 


583.5100 thru 503.5103 


in 


620 


Buff plate 


5B3.S100 thru 583-5103 


29 


562 


But! Plate Screw (2) 


583-5100 thru 583.5103 


30 


792 


Bott Plate Trim 


583-5100 thru 583.5103 


31 


701 


Canning Sling 


583.51-00 ihru. 503.5103 


32 


594 


PIstdl Grip Cap 


583.5100 thru 583.5103 


33 


557 


Platoi Grip Cop Screw 


583.5100 thru 583-5103 


34 


599 


Pistol Grip Cop Triin 


583,5100 thru 583.5103 


35 


sw 


Sling Swivol Rear 


503.5100 thru 583.5103 


36 


593 


Sling Swival Front 


503.5100 thru 583.5103 


3Y 


4137 


Trigger Gword Assumbly 


583.5100 and 583.5101 




413B 


Trigger Guord Aaaembly 


583.5102 and 583.5103 


33 


4182 


Mogailne Cover 


583.5100 ihru S03.S1O3 


39 


4183 


Mogpainfi Cover Caleb 


503.5100 thru 583.5103 


40 


4184 


MogetEine Cover Pin 


513.5100 thru 503.5103 


41 


4185 


Mogoilnc Follower 


503.5100 and 583.5101 




4186 


Mogaiine Follower 


583. 51 03 and 583:5103 


42 


4187 


Mogojine Spring 


503-5100 and 583.5101 




4188 


Mogoilne Spring 


503,5102 and 583.5103 


43 


4189 


Mogozine Cover Catch Pin 


583,5100 thru 503-5103 


44 


4190 


MogoEine Cover Catch Spring 


503-5100 thru 583.5103 


45 


41 ao 


Trigger Guard with Mogcizme 


583,5100 and 583.5101 


45 


41 ai 


Trlggar Guard vrllhMogaiine 


503.5102 aiid 583.5103 


46 


4154 


Cuord Screw. Front 


583,5100 thru 583.5103 


47 


4155 


Guard S(jreW, Rear 


503,5100 Ihru 503.5103 


43 


4156 


Stock Buxhlng. 


503.5100 thru 583.5103 



MODEL 5 1 L 



The J. C. Higginj Model 51 I p 5 -shot deluxe grade hfgh-power big-game rifle that 
costs much less than any other rifle of comparable quality. Your choice of Amcrlco's favorite 
blg-gome cartridges — .270 — .30'06 — .243 and .303 are available In the Model 51 L 

Its genome hVA sporting action is world-renowned for strength, simplicity and ease of 
Operatlon-i Trigger Is smooth and creep-free. Barrel h fine proof-tested molybdenurn steel built 
to take p lifetime of normal use. 

Stock is beautifully grained checkered American walnut with Monte Carlo styling, full pistol 
grips and semi-beavertail forearm. Receiver is drilled and topped to take standard J. C. Higgins 
telescope mounts and bases, as well as any of the well-known receiver sights. Sling is made 
of genuine full groin leather. 

CLEANING & LUBRICATING 

tMPORTANTi Before firing this gun, be sure to thoroughly clean inside of barrel of oil 
grease and any obstructions. 

After making sure the rifle fs empty, to remove the boll put the safely in the position 

ond raise the bolt hondla. Place the thumb of the left hand on bait release lever, press the 
lever away from receiver and at the same time pull the boll rearward from receiver. 

Push o brass cleaning brush soaked in nitro solvent through the barrel from the rear 
chamber end and work it through the entire length of the bore several times. Follow this by 
pushing cleon patches through the bore until the lost patch comes out unsoiled. A light pro- 
tective film of oil moy be applied to the dean bore. Periodically, dirt cmd fouling should be 
removed from the bolt and other operating ports. This should be done with a tooth brush 
soaked in nitro solvent, followed by a thorough wiping and light oiling. 

To replace holt align bolt with internctl mating surfoces on receiver. Push bolt forward 
ogainst tension of release lever on side of receiver. If the bolt does not slide into the rifle, check 
alignment of extractor. Extractor should be aligned with lugs at front and rear of bolt. 

Your Model 51 L Is treoted with new siliconized and polarized oil. This exclusive potenled 
process oil or lubricont gets down into the pores of the steel ond protects ogoinst perspiration 
and other corrosive elements which cause rust. This oil makes J. C. Higgins guns the most rust 
resistont of any guns you can buy. It gives the best lubrication of any oil tested. And it 
protects and beautifies stock and forearm, 

A J. C. Higgins Rifle Glooning Kit is available In either .270 — .30-06 — .243 and ,308 
calibers (at any Sear'^s Store or from the catalogue). It indudes aN the necessary moterials to 
carry out the above operations. Another valuable piece of equipment is o J- C- Higgins Silicone 
Cloth. This will heip protect the outside surfaces of the rifle from rust and moisture if used 
perrodicalFy. 

OPERATING INSTRUCTIONS 

TO MAKE GUN SAFEi Safety is located at rear top on the right hand side of receiver. The 
action Is locked when the safety is in the rearward position. 

TO RELEASE SAFETY: Push safety in forward position ond the gun is ready to Are. 

TO LOAD CHAMBER AND MAGAZINE; Roise the bolt handle out of the locking notch and 
draw bolt assembly straight bock os for as it will go. Place a cartridge In the mctgaxiner locat- 
ing it as for bock over the magazine at possible. Then push it down rr^to the mogoiirte until 
it is caught ond held by edge of receiver. Repeot this procedure until the mogoiine is full, 
(five cartridges), or the desired number of cartridges have been inserted, then dose the bolt. 

TO OPERATE; When gun is fired, raise the bolt handle and pull back sharply to the rear 
as far as It will go; this will extract ond eject the spent shell. Push the bolt forward and the 
bolt handle down into locking notch to load the chamber with ct cortridge from the mogozine. 
Alwoyi use the sofety to prevent accidental firing. 

TO REMOVE LOADED SHELL FROM CHAMBER WITHOUT FIRING: With safety in off (for- 
word) position, roEse the bolt hordie and pull the bolt back sharply. This wi(J extract cmd 
eject the unfired cartridge. Hold the left hand over the loading poft to catch the unflred 
ca rtrrdges. 

TO REMOVE LOADED SHILL FROM MAGAZINE: Push down on cartridges in magozine with 
the fingers and push bolt forward over cartridges making certain no cortridge hos been fed 
Into chornber. Lock by turning down the bolt handle into locking notch. Turn gun so that 
trigger guard is up. Press floor plate release lever until floor plate unhooks and stops against 
the hand. Turn the gun over, release the hand slowly ond the magazine will unload, 

TO REPLACE FLOOR PLATE: Insert magozEne follower into opening, swing hinged floor plate 
upward until it Es locked in position. 

TO REMOVE STOCK FROM ACTION: Remove bolt assembly. Turn gun with trigger guard 
in verHcot position. Release floor plale and magazine follower. Remove two trigger guard 
screws cmd stock hushing which hold the (rigger guard to action, lift stock oway from action. 

TO REPLACE THE ACTION IN THE STOCK: With the floor plofe released (floor plote follower 
and spring) insert the trigger guord m the stock. Raploce the acJion ond barrel In the stock. 
RfiossembJo two trigger guard screws and stock bushing. After making sure these screws are 
fight, replace floor plate guide follower into opening and swing upward until floor plate 
becomes locked. 



